
ARCHITECTURAL

L E D  L i g h t i n g  S o l u t i o n s

FLEX  PIXEL WP LED Pixel Tape    
Data Sheet

www.ElationLighting.com • Toll Free (866) 245-6726

  

FLEX PIXEL WP - (FLE742)
The Flex Pixel WP is a 10 foot (3m) flexible LED Pixel Tape with a 
waterproof cover, featuring 72 RGB SMD tri-color LED Pixels (216 
channels) per tape spaced on 1.6 inch (40mm) centers. Mount 
to any surface uisng optional Flex IP Clip Kit (see below).
Tape can be cut and/or extended every 4 inches (101.6mm).
Power Rating: 20W @5V DC Maximum
Dimensions: W: 0.59” (15mm) H: 0.19” (5mm) L: 10’ (3m)

OPTIONAL ACCESSORIES

FLEX PIXEL DRIVER 1 (FLE768)
The Flex Pixel Driver 1 is a dedicated DMX driver for up to 144 
pixels / 2 tapes / up to 432 DMX channels of control. Its small 
and compact design allows for easy mounting and integration 
into your installation.
Dimensions: L: 3.5” (90mm) W: 1.57” (40mm) H: 0.78” (20mm)

FLEX PIXEL IR (FLE755)
The Flex Pixel IR  is an Infrared Wireless Receiver and Remote 
driver provding stand alone control of the Flex Pixel WP tape.
Dimensions: L: 2.75” (70mm) W: 1.77” (45mm) H: 0.98” (25mm)

FLEX PIXEL 5VPSU (FLE781)
The Flex Pixel PSU is an external 5V, 5amp (120-240V) power 
supply required for each 10’ (3m) section of Flex Pixel WP tape, 
and can be used to power the Flex Pixel Driver or Flex Pixel IR.
Dimensions: L: 4.92” (125mm) W: 2.16” (55mm) H: 1.18” (30mm)
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FLEX PIXEL WP (FLE742)

FLEX IP CLIP KIT (FLEX IP CLIP KIT)



ARCHITECTURAL

L E D  L i g h t i n g  S o l u t i o n s

FLEX  PIXEL WP LED Pixel Tape    
Data Sheet

©Elation Professional • 6122 S. Eastern Ave. Los Angeles, Ca 90040 • Specifications subject to change without notice
www.ElationLighting.com • Toll Free (866) 245-6726

Flex	Pixel	Driver	Dimensional	Drawing
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FLEX PIXEL WP & FLEX PIXEL DRIVER1 CONNECTION DIAGRAM

1. Connect + of the Pixel tape to +5V terminal of the Pixel Driver.
2. Connect - of the Pixel tape to GND terminal of the Pixel Driver.
3. Connect CLKI of the Pixel tape to CLK terminal of the Pixel Driver.
4. Connect SDI of the Pixel tape to Data terminal of the Pixel Driver.
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