
Features:
 
 
 

 

1 PAR-type lens make more even light distribution, especially for RGB fitting.
2 Different beam angle options of lens for single color and RGB fitting.
3 With the different size of driver for low voltage input and high voltage input fitting,

there are two options for the height of the fitting.
4 RGB controller, 24C or 24D is recommended to apply with this product for color changing.

Mounting sle eve
stainless steel square
front ing optionar ( l)
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A2BD0306IP-67 0.89Kg
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L0330D050HYA2BD0303 3x1W
1R1G1B

A2BD0304 3x3W
1R1G1B

A2BD0306 3 3W
RGB 3in1
*
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Glass: 8

Loading capacity: exert force are a of 10 660kgs 30 1840kgs

W aterproof cable gland: IP-68 P G-9 P V C

W aterproof se al: molding shaped double silicone se al

L E D:

Driver: constant current output

Single color L E D=1-circuit output

R G B 3in1 L E D=3-circuit output

Power cable:

Housing 12 die casting aluminum R AL9007 grey powder coated , T=60-80!m
Adhesion of IS O class 1/A S TM class 4B

Front ring: 304 stainless ste el

Lens all in one optical lens, efficiency 85

type power L E D

P C B: on ctivity aluminum, coefficient of he at

C onductivity 2.0w /mk

O perating temperature: 0 -40

H05R N-F 2X1 0mm L=0.5m(low voltage)

H05R N-F 3X0 75mm L=0.5m(high voltage)

H05R N-F 4X0.75mm L=0.5m(for R G B)

Mounting sle eve: 12 die casting aluminum R AL9007 grey powder coated , T=60-80!m
Adhesion of IS O class 1/A S TM class 4B
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R emarks:
( )L E D driv er is customiz ed wh en th e circumstanc e of working temp erature is be low 0#
( )

1
2 Us e only switching power supply or coile d transformer for 24V D C power input

(3)C ustomiz e d 316 sta inless ste e l is a va ilable#

The power consumption is based on the test of 24V D C input, referring to the power consumption of whole fitting.
Different input voltage with different power consumption, please refer to the specifications n our website .o
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Graphical Representation for A2AD0301 cool white light
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