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The Event Bar by Elation Professional features four LED pinspots equipped with long 
life white LEDs and is ideal for pinspotting tables or beam effects. There is an easy 
to use display for DMX internal program access and each pinspot head features full 
dimming and stobe effect. Control data input is via 3 pin DMX data first in and out 
cables. This unit is equipped with 4 x 3W white LED pinspots providing up to 50,000 
hours estimated lamp life. The Event Bar has a 12° beam angle and an optional 6° 
beam angle included.

Features
  . LED Pinspot, 4 Head X-Y Bar
 . Full DMX Control
 . Full Dimming On Each Pinspot Head
 . Easy-To-Use Display For DMX or Internal Program Access

COLORS
 . White LED
SHUTTER/DIMMER
 . Strobe effect on each pinspot head
 . Full dimming on each pinspot head
LIGHT SOURCE
 . Lamp: 4 x 3W White LED pinspots
 . Lamp Life: 50,000 hours
OPTICAL SYSTEM
 . 12° beam angle
 . Optional 6° beam angle included
COnTROL
 . 17 DMX Channels / 1 DMX mode 
 . LED display. 360° Pan / 270° Tilt
 . Master/slave, stand alone and music activated 
 . 8 total motors
 . Flicker free
OPERATIOn PARAMETERS
 . Fan cooling
 . Maximum Ambient Temperature: 40°C/104°F
 . Truss Mount With Clamp or Mount on a Light Stand
POWER SUPPLY
 . Power Supply: 100V~240V, 50/60Hz
 . Power Consumption 54W
COnnECTORS
 . 3-pin XLR connectors
 . 4 piece daisy chain power connect
DIMEnSIOnS AnD WEIGHT
 . Dimensions: 39” x 3” x 8” / 1000 x 80 x 202 mm
 . Weight: 16.8 lbs. / 7.6 kgs
APPROVALS
 . ETL approved 
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