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The ELED DW PAR 56 by Elation professional is a Dynamic White Pro 
grade economical compact LED par can featuring Warm White and 
Cool white Tri Color LED system providing smooth white balance 
blending and no shadows. The ELED DW Par 56 optical system 
features 28 1W LED’s, 14 warm white, 14 cool white – 28 watts total, 
along with optional operating modes for stand alone or DMX control.

FEATURES
• 14 x 2 Watt LEDs - 28W DW
• 10° Lens Kit
• WW/CW Dynamic White Pro Grade  
 Economical Compact LED Par Can
• Uses 2-in-1 DW “Dynamic White”  
 System for Superior Color Mixing 
 - No Multi-Color Shadows

ColoRS
• WW/CW dynamic white

ShUTTER/DimmER
• Strobe effect
• Smooth electronic dimming: 0 - 100%

lighT SoURCE
• 14 x CW / 14 x WW

opTiCAl SySTEm
• 10° lens kit

ConTRol
• USITT DMX-512 (16-bit resolution)
• 3 DMX Channel mode
• 4 DMX Channel mode
• Flicker free

powER SUpply
• Multi-Voltage 100V~240V, 50/60Hz
• Power Consumption 36W DW

DimEnSionS AnD wEighT
• Dimensions: 9” x 11” x 10.75” / 228 x 
281 x 272 mm
• Weight: 6 lbs. / 2.5 kgs

AppRovAlS
• cETLus Approved

phoTomETRiC DATA

10° Beam 1M 2M 3M 4M 5M

Cool White 3930 1040 481.7 276.7 180.2

Warm White 3891 1031 471.2 270.7 177.3

Total 7785 2061 950.8 544.6 357.2

- Measurement in LUX
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  ELED DW PAR56                              Operating Instructions
 with a standard DMX 512 controller such as the Elation®  Show  
 Designer™ or the Elation® DMX Operator™.
2. To run your fixture in DMX mode, plug in the fixture via the XLR con-
 nections to any standard DMX controller. Select your desired DMX  
 mode, and then press the UP or DOWN buttons to adjust the DMX 
 address.
3.  To run the 4 Channel Mode, press the MODE button until “1000”  
 is displayed. This is the DMX addressing for the 4 Channel Mode.
4.  To run the 3 Channel Mode, press the MODE button until “2000”  
 is displayed. This is the DMX addressing for the 3 Channel Mode.
5.   Please see pages 10-11 for DMX values and traits.

Color Temperature Presets:

Preset # Color Temperature
Cool White Warm White

19 7400K 255 2
18 7200K 255 11
17 7000K 255 20
16 6800K 255 30
15 6600K 255 42
14 6400K 255 56
13 6200K 255 72
12 6000K 255 91
11 5800K 255 113
10 5600K 255 138
9 5400K 255 170
8 5100K 255 231
7 5000K 255 255
6 4800K 204 255
5 4600K 161 255
4 4300K 106 255
3 4000K 61 255
2 3800K 35 255
1 3400K 0 255

DMX Values

  ELED DW PAR56                       Color Temperature Presets

  ELED DW PAR56                                4 Channel DMX Mode

  Channel  Value                    Function
       1               0 - 255                   COOL WHITE (CW)
                                                             0% - 100%           

       2               0 - 255                  WARM WHITE (WW)
                                                             0% - 100%

       3                                  WHITE PRESET TEMPERATURES
                           0                                      OFF
                        1 - 13                                3400K
                      14 - 27                                3800K
                      28 - 41                                4000K
                      42 - 55                                4300K
                      56 - 69                                4600K
                      70 - 83                                4800K
                      84 - 97                                5000K
                      98 - 111                              5100K
                    112 - 125                              5400K
                    126 - 139                              5600K
                    140 - 153                              5800K
                    154 - 167                              6000K
                    168 - 181                              6200K
                    182 - 195                              6400K
                    196 - 209                              6600K
                    210 - 223                              6800K
                    224 - 236                              7000K
                    237 - 248                              7200K
                    249 - 255                              7400K

       4                  0                                      OFF
                        1 - 255            STROBING   SLOW - FAST
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  ELED DW PAR56                                      Trouble Shooting
Listed below are a few common problems the user may encounter, 
with solutions.

Unit not responding to DMX:

1. Check that the DMX cables are connected properly and are   
 wired correctly (pin 3 is “hot”; on some other DMX devices   
 pin 2 may be ‘hot’). Also, check that all cables are connected   
 to the right connectors; it does matter which way the inputs   
 and outputs are connected.

Unit does not respond to sound:

1. Quiet or high pitched sounds will not activate the unit.
2. Make sure that you are in Sound Active mode.

  ELED DW PAR56                                                   Cleaning
Due to fog residue, smoke, and dust cleaning the internal and exter-
nal optical lenses must be carried out periodically to optimize light 
output.  

1.   Use normal glass cleaner and a soft cloth to wipe down the 
 outside casing.
2.   Clean the external optics with glass cleaner and a soft cloth 
 every 20 days.
3. Always be sure to dry all parts completely before plugging 
 the unit back in.
Cleaning frequency depends on the environment in which the fixture 
operates (i.e. smoke, fog residue, dust, dew). 

Locate and remove the unit’s power cord. Once the cord has been 
removed located the fuse holder located inside the power socket. 
Insert a flat-head screw driver into the power socket and gently pry out 
the fuse holder. Remove the bad fuse and replace with a new one. The 
fuse holder also has a holder for a spare fuse.

  ELED DW PAR56                                    Fuse Replacement  ELED DW PAR56                                3 Channel DMX Mode

  Channel  Value                    Function
       1               0 - 255                   COOL WHITE (CW)
                                                             0% - 100%           

       2               0 - 255                  WARM WHITE (WW)
                                                             0% - 100%

       3                                 WHITE PRESETS TEMPERATURES
                          0                                       OFF
                        1 - 13                                3400K
                      14 - 27                                3800K
                      28 - 41                                4000K
                      42 - 55                                4300K
                      56 - 69                                4600K
                      70 - 83                                4800K
                      84 - 97                                5000K
                      98 - 111                              5100K
                    112 - 125                              5400K
                    126 - 139                              5600K
                    140 - 153                              5800K
                    154 - 167                              6000K
                    168 - 181                              6200K
                    182 - 195                              6400K
                    196 - 209                              6600K
                    210 - 223                              6800K
                    224 - 236                              7000K
                    237 - 248                              7200K
                    249 - 255                              7400K

opTionAl ACCESSoRiES - LSF Series Light Shaping Filters

Order Code Description

LSF536 LSF30-24 – 30° 24” x 24” Sheet

LSF537 LSF20-22 – 20° 24” x 22” Sheet

LSF538 LSF601-24 – 60 x 1° 24” x 24” Sheet

LSF539 LSF10-24 – 10° 24” x 24” Sheet


