
M1 HD
Touring Road Case™
SKU# DRCM1HDTOUR

SPECIFICATIONS

ATA Approved Flush Mount Hardware

ABS Exterior Finish

Tongue and Groove Sealing Extrusion

3/8” Plywood

2” Thick Foam

4 High Impact Recessed Spring Latches

6 Spring Loaded Handles

6 High Impact Flat corners

2 Smooth Rolling Casters

2 Rubber Feet

SIZE / WEIGHT

Length: 35.12” (892mm)

Width: 23.25” (591mm)

Vertical Height: 13.12” (333.25mm)

Weight: 40 lbs. (18.1 kg) EMPTY / 74+ lbs. (33.6+ kg) LOADED*

*Actual weight may vary depending on accessories added.

Manufactured in the U.S.A.

Specifications are subject to change without notice ©Elation Professional 06/26/18

Elation Professional USA | 6122 S. Eastern Ave. | Los Angeles, CA. 90040
323-582-3322 | 323-832-9142 fax | www.elationlighting.com | info@elationlighting.com

Elation Professional B.V. | Junostraat 2 | 6468 EW Kerkrade, The Netherlands
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M1 HD not included - -sold separately

FEATURES

Custom Designed for M1 HD Lighting Console

Manufactured in USA

Form Fitting Design

Console Remains in Bottom Half During Use

1U Rack Space for eNode 8 PRO (not included)

ATA Approved Flush Mount Hardware

ABS Exterior Finish

Tongue and Groove Sealing Extrusion

Removable Compression Foam Lid

Smooth Rolling Casters

Spring Loaded Handles

High Impact Flat Corners


