Distance (meter) im 2m 3m 4m 5m
Distance (feet) 3.3 ft 6.6 ft 9.8 ft 13.1 ft 16.4 ft

Lux*
Footcandles* uu
*mea:
=

Beam width (meter) 0.6 m 12m 1.8m 25m 3.1m
Beam width (feet) 2 ft 4 ft 6.1 ft 8.1 ft 10.1 ft

Spectral distribution Color coordinates Zoom color point CRIR values
A ¥+

== 5

Photometric Test Report

*Due to additional product enhancements, an updated version of this report may be available online.
Please check www.adj.com for the latest revision/update of this report.



Hydro Wash X7

Light Efficiency:

9 Lumen/Watt Output: 1882 Im
Peak: 20526 cd

Light Quality:

B 9.9

Power: 208.9W
x PF: 0.97

Color Temperature:

6165 K

Beam Angle 180

Test:
Zoom 50% CRI

Date:
10/18/2019

Note:

165 gy 165

CIE 1931
x: 0.318
y: 0.339

Spectra Dominant Wavelength:570nm Power




Color Details
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CIE 1931

CRI: 79.9 (R1-R8)

CIE 1931 ZOOM

94

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11 C12 C13 Cl1l4 C15C16 R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

9988: 86.8

CRIR values, only R1-R8 are used to calculate final CRIvalue
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 | R12 | R13 | R14 | R15

945  83.0 | 69.2 | 722 [ 89.2 | 79.7 | 75.0 [ 76.4 | 76.5 | 60.4 [ 72.8 | 66.2 | 91.3 | 82.3 | 92.3

TM30 C values, 16 binned values out of total of 99 C values
C1 Cc2 Cc3 Cc4 C5 Cé c7 c8 C9 [ Cilo | Cl1 | Cl12 | C13 | Cl4 | C15 | Cl6

84.7 (918 835|755 (69.1 742 |77.7|757|841|839(702|69.4)|765]|737|804]|79.0

CQS Q values
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 Q10 | Q11 | Q12 | Q13 | Q14 | Q15
99.1 | 90.0 | 78.3 | 86.2 | 83.8 | 76.6 | 86.7 | 95.4 | 84.2 | 81.7 | 89.9 | 93.9 | 92.6 | 95.1 | 93.4

Color Parameters

Color Color Rendering Red Component Color Fidelity Color Gamut Color Quality Color Coordinate Color Coordinate Color Coordinate Color Coordinate Color Diviation
Temperature Scale CIE 1931 CIE 1931 from Black Body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \ Auv

6165 K 79.9 76.5 78.1 109.6 86.8 0.318 0.339 0.198 0.316 0.0021




Beam Details

Distance (meter) 1 2 3 4 5
Distance (feet) 3.3 6.6 0.8 13.1 16.4
817 Ix
1277 Ix
2270 Ix
5108 Ix
Lux* 20432 Ix
18°
Beam center
Foot Candles* 1898 fcd
475 fcd
*measured at 211 fcd
center of beam
119 fcd
76 fcd
Beam Width (meter) 0.3 0.6 1 1.3 1.6
Beam Width (feet) 1 2.1 3.1 4.2 5.2
Beam Intensities from 1-20m
m| 1 2 3 4 5 6 7 9 10 11 12 13 14 15 16 17 18 19 20
ft | 33 | 6.6 98 | 131 | 164 | 197 23 | 262 | 295 | 328 | 36.1 | 394 | 427 | 459 | 492 | 525 | 558 | 59.1 | 62.3 | 656
Ix [20432| 5108 | 2270 | 1277 | 817 | 568 | 417 | 319 | 252 | 204 | 169 | 142 | 121 | 104 91 80 71 63 57 51
fcd [1898.2 474.5 | 2109 | 118.6 | 759 | 527 | 387 | 29.7 [234 | 19 | 157 | 132 | 112 | 97 8.4 7.4 6.6 5.9 53 | 47
Intensities in 0° C-plane
0° e 2° 3° 4° 5° 6° 7 8° 9° 10° | 11° | 12° 13° | 14° | 15° | 16° 17° | 18° | 19°
20.4K | 20.5K | 20.1K | 19.4K | 185K | 17.3K | 15.9K | 14.2K | 12.3K | 10.3K | 83K | 65K | 4.8K | 3.3K | 2.2K | 1.3K | 0.7K | 0.4K | 0.1K | 0.0K
100% | 100% | 98% | 95% | 90% | 85% | 78% | 69% | 60% | 50% | 41% | 32% | 23% | 16% | 11% | 7% | 4% 2% 1% | 0%
Intensities in 90° C-plane
0° e 2° 32 4° 5° 6° 2 8° 9° 10° | 11° 12° | 13° | 14° | 15° 16° | 17° | 18 | 19°
20.4K | 20.5K | 20.1K | 19.4K | 185K | 17.3K | 15.9K | 14.2K | 12.3K | 10.3K | 83K | 6.5K | 4.8K | 33K | 22K | 13K | 0.7K | 04K | 0.1K | 0.0K
100% | 100% | 98% | 95% | 90% | 85% | 78% | 69% | 60% | 50% | 41% | 32% | 23% | 16% | 11% | 7% | 4% | 2% 1% | 0%
Intensities in 180° C-plane
0° e 2° 32 4° 5° 6° 7 8° 9° 100 | 11° 12° | 13° | 14° | 15° 16° | 17° | 18° | 19°
20.4K | 20.2K | 19.9K | 19.5K | 18.7K | 17.5K | 16.1K | 14.3K | 12.3K | 10.3K | 83K | 6.4K | 46K | 32K | 20K | 12K | 06K | 0.2K | 0.1K | 0.0K
100% | 99% | 97% | 95% | 91% | 86% | 79% | 70% | 60% | 50% | 40% | 31% | 23% | 16% | 10% | 6% 3% 1% | 0% | 0%
Intensities in 270° C-plane
0° ie 2° 3° 4° 5° 6° 7 8° 9° 100 | 11° 12° | 13° | 14° | 15° 16° | 17° | 18° | 19°
20.4K | 20.2K | 19.9K | 19.5K | 18.7K | 17.5K | 16.1K | 14.3K | 12.3K | 10.3K | 83K | 6.4K | 46K | 32K | 20K | 12K | 06K | 0.2K | 0.1K | 0.0K
100% | 99% | 97% | 95% | 91% | 86% | 79% | 70% | 60% | 50% | 40% | 31% | 23% | 16% | 10% | 6% 3% 1% | 0% | 0%
Beam Angle 50% Field Angle 10% Cutoff Angle 2,5% Intensity Ratio in 120° Cone Intensity Ratio in 90° Cone
18° 28.1° 32.7° 100.0% 100.0%




