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FS Pan Glide - Installation Guide

NOTE: When uninstalling your fixture, it is highly advisable to detach the FS Pan Glide from the vertical 
shaft of the fixture stand. This allows the FS Pan Glide to remain secured to the fixture yoke, thus 
minimizing the chance of losing or misplacing the mounting bolt or washers.

1. Align the mounting hole of the fixture yoke with the threaded hole of the Locking Ferrule on the 
FS Pan Glide, then insert and tighten the silver hex bolt and its washer assembly (see Washer 
Assembly Stack Sequence on next page). Be careful to not drop or lose the washers in the 
process. The fixture is now attached to the FS Pan Glide.

2. Slip the FS Pan Glide over the end of the shaft of the fixture stand, then tighten the Thumb Screw 
on the side of the Locking Ferrule of the FS Pan Glide to secure assembly.
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FS Pan Glide - Washer Assembly Stack Sequence
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UNPACKING This product has been thoroughly tested and has been shipped in perfect condition. Carefully check the shipping carton 
for damage that may have occurred during shipping. If the carton appears to be damaged, carefully inspect your product for damage 
and be sure all accessories necessary to assemble the product have arrived intact. In the event damage has been found or parts are 
missing, please contact our customer support team for further instructions. Please do not return this product to your dealer without first 
contacting customer support at the number listed below. Please do not discard the shipping carton in the trash. Please recycle whenever 
possible.

CUSTOMER SUPPORT ADJ provides a customer support line, to provide set up help and to answer any questions should you encounter 
problems during your set up or initial operation. Visit us on the web at www.adj.com for any comments or suggestions. For service 
related issues please contact ADJ.

ADJ SERVICE USA - Monday - Friday 8:00am to 4:30pm PST | 800-322-6337 | Fax: 323-832-2941 | support@adj.com


