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DMX OUT 3pin XLR IN

LED TAPE
(Not included - illustration purposes only)

WIRE TERMINAL OUT

Additional LED Tapes...

170 Pixels Max
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PC with KlingNet / ArtNet / sACN
(Not included - illustration purposes only)

LED TAPE
(Not included - illustration purposes only)

CAT5e IN

CAT5e OUT

CAT5e IN

LED TAPE
(Not included - illustration purposes only)
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CAT5e OUT
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PC with KlingNet / ArtNet / sACN
(Not included - illustration purposes only)

LED LIGHTING
(Not included - illustration purposes only)

CAT5e IN

CAT5e OUT

CAT5e IN
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3pin XLR OUT CAT5e OUT

 3pin XLR OUT

1. DMX Controller + EZ KLING + LED Tape

2. PC Control + EZ KLING + LED Tape

3. PC Control + EZ KLING + LED Lighting

DMX 512 Controller
(Not included - illustration purposes only)

Additional LED Tapes...

Klingnet = 600 Pixels Max

ArtNet = 170 Pixels Max

sACN = 170 Pixels Max

TAPE OUT

TAPE OUT

WIRE OUTPUT

TAPE OUT

WIRE TERMINAL OUT

Additional LED Tapes...

Klingnet = 600 Pixels Max

ArtNet = 170 Pixels Max

sACN = 170 Pixels Max

Additional EZ KLING Units...

Max 32 Units Directly Linked

Additional RGB Tri-Color LED Lighting...

Klingnet = 170 Pixels Max
ArtNet = 170 Pixels Max
sACN = 170 Pixels Max

Additional RGBA/RGBW Quad Color LED Lighting...

Klingnet = 128 Pixels Max
ArtNet = 128 Pixels Max
sACN = 128 Pixels Max

Additional EZ KLING Units...

Max 32 Units Directly Linked


