
FLEX CHANNEL™ 
Aluminum Tracks For All Elation Flex Products

FLEX CHANNEL™ is a l ine of rugged 

aluminum tracks, suitable for wet location 

instal lat ions, and are compatible with 

al l  Elat ion FLEX Tape WP™ products.

Optional UV stabil ized lens covers and 

45° bracket accessories are available. 
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FLEX CHANNEL LOW PROFILE
MATERIAL / RATING Aluminum / Wet Locations

DIMENSIONS
(L x W x H)

4.0” x 0.75” x 0.28”
(101.6mm x 19.1mm x 7.1mm)

COMPATIBLE
PRODUCTS

FLEX LED TAPE WP, FLEX PIXEL WP

ORDER CODE ITEM

FCLP01 Flex Channel Low Profile

FCM045 Optional 45° Bracket and Screws (Set of 4)

.749  [19.0 ]

.828  [21.0 ]
3x.059 ±.006
  [1.5 ±0.2 ]

2x.039
  [1.0 ]

.286  [7.3 ]

.039  [1.0 ]

.081 TAN

 [2.1 ]

R.005  [R0.1 ]

CL
SYM

.236
 [6.0 ]900

.010  [0.3 ]

.630  [16.0 ]

.050 ±.006
 [1.3 ±0.2 ]

.059  [1.5 ]

.039  [1.0 ]

.059  [1.5 ]

45.00

FCLP01FCLP01
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FCRF02 FCRF02
FCRFML

Optional Opal Lens
FCRFFL

Optional Frosted Lens

FLEX CHANNEL RECESSED

MATERIAL / RATING
Aluminum Channel + Polycarbonate Lens /
Wet Locations (both)

DIMENSIONS
(L x W x H)

4.0” x 1.14” x 0.86”
(101.6mm x 29.0mm x 21.8mm)

COMPATIBLE
PRODUCTS

FLEX LED TAPE WP, FLEX PIXEL WP

ORDER CODE ITEM

FCRF02 Flex Channel Recessed

FCRFML Optional Opal Lens (UV Stablized)

FCRFFL Optional Frosted Lens (UV Stablized)

FCTP03 FCTP03
FCTP24

Optional Opal Lens
FCTP12

Optional Frosted Lens

.788
  [20.0]

.039
  [1.0]

.040
  [1.0]

.042
  [1.1]

7x.059
  [1.5]

7x.039
  [1.0]

.650
  [16.5]

.810
  [20.6]

.864TAN
 [22.0]

.589
  [15.0]

45.10

.098
  [2.5]

.039
  [1.0]

R.021
  [R0.5]

1.142   [29.00]

CL
SYM

SHARP(NOTE #1)
.668

  [17.0]

.719
  [18.3]

.037
  [0.9]

R.010
  [R0.2]

R.010
  [R0.2]

45.20

900
.010

  [0.3]

FLEX CHANNEL TALL PROFILE

MATERIAL / RATING
Aluminum Channel + Polycarbonate Lens /
Wet Locations (both)

DIMENSIONS
(L x W x H)

4.0” x 0.76” x 0.5”
(101.6mm x 19.3mm x 12.7mm)

COMPATIBLE
PRODUCTS

FLEX LED TAPE WP, FLEX PIXEL WP

ORDER CODE ITEM

FCTP03 Flex Channel Tall Profile

FCM045 Optional 45° Bracket and Screws (Set of 4)

FCTP24 Optional Opal Lens (UV Stablized)

FCTP12 Optional Frosted Lens (UV Stablized)

.765  [19.4 ]
.067 ±.006

 [1.7 ±0.2 ]

.092  [2.3 ]

.026  [0.7 ]

.828  [21.0 ]
3x.059 ±.006
  [1.5 ±0.2 ]

3x.039
  [1.0 ]

.394  [10.0 ]

.039  [1.0 ]

.315
  [8.0 ]

.091 TAN

 [2.3 ]

R.005  [R0.1 ]

CL
SYM

.031
 [0.8 ]

.551
 [14.0 ]

SHARP

900

.010  [0.3 ]

90.00

45.00

.630  [16.0 ]

.050 ±.006
 [1.3 ±0.2 

.059  [1.5 ]


