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VALUE FUNCTION

2CH 3CH 8CH

COOL WHITE LED

0-255 Cool White (0-Black, 255-100% Cool White)

WARM WHITE LED

0-255 Warm White (0-Black, 255-100% Warm White)

COLOR TEMPERATURE 1

0 NO FUNCTION

1-255 Color Temperature (1-3,200K. 255-6,000K)

COLOR TEMPERATURE 2

0 NO FUNCTION

1-16 Color Temperature 3,200K

17-33 Color Temperature 3,400K

34-50 Color Temperature 3,600K

51-67 Color Temperature 3,800K

68-84 Color Temperature 4,000K

85-101 Color Temperature 4,200K

102-118 Color Temperature 4,400K

119-135 Color Temperature 4,600K

136-152 Color Temperature 4,800K

153-169 Color Temperature 5,000K

170-186 Color Temperature 5,200K

187-203 Color Temperature 5,400K

204-220 Color Temperature 5,600K

221-237 Color Temperature 5,800K

238-255 Color Temperature 6,000K

STROBE

0-31 LED OFF

32-63 LED ON

64-95 Strobe Effect SLOW to FAST

96-127 LED ON

128-159 Pulse Effect In Sequences SLOW to FAST

160-191 LED ON

192-223 Random Strobe Effect SLOW to FAST

224-255 LED ON

DIMMER INTENSITY

0-255 Intensity 0 to 100%

DIMMER FINE

0-255 FINE Intensity 0 to 100%

DIMMING CURVES

0-41 STANDARD

42-84 STAGE

85-127 TV

128-170 ARCHITECTURAL

171-213 THEATRE

214-255 Default to Unit Dimming Curve Setting

ELATION© DW FRESNEL™
DMX Channel Values / Functions (8 DMX Channels)

Specifications are subject to change without any prior written notice.
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