
Rebel Bar HIP AC 1000

Client:

Project:

Type:

Order Code:

Quantity:

SPECIFICATION
Color Temperature RGB

Beam Angle 112°

Max Fixture Runs 11 Fixtures Per 150W 24V Transformer 

Power Consumption 12W

Total Lumens 91.7

Pixels 25

Pixel Spacing 1.6” (40mm)

Housing PCB

Operating & Storage Temp 14° - 122° F (-10° - 50° C)

Operating Voltage 24VDC

Control DMX 512, DMX 1000

Fixture Connectors 2 Wire DC Power  + 3 Wire DMX

Rating IP20, Dry Location

Warranty 3 Years

Weight 8 oz (225g)

Dimensions 7.6” x 7.6” x 0.3” (192 x 192 x 8mm)

DIMENSIONS
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Pixel Touch PCB is a touch sensitive led video panel which can
bring a interactive element to any display, countertop, or wall.



Client:

Project:

Type:

Order Code:  

Quantity:

CA-BWF-00150  Catwalk Panel First Cable 4.9’ (1.5m)

CA-BWL-00009  Catwalk Panel Link Cable 3.5” (9cm)

CA-BWL-00090  Catwalk Panel Link Cable 2.95’ (90cm)

RELATED COMPONENTS

WIRING

CWA . 224 . AAHN

ORDER CODES

DMX Input (If required)

Lumen measurements comply wi th IES LM-79-08 provided by a recognized, independent  test ing lab. 

LM79 Photometr y, LM80 LED source compl iance documents, and IES fi les are avai lable at  www.elationlighting.com

24V PSU

Maximum 11 fixtures in series 

PIXEL TOUCH PCB
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